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These Instructions should be followed when setting up an MEA-1500-0-4. 
Failure to follow these Instructions will cause Improper Exhaust Sampling. 


PARTS LIST ----—-—--———_-_—_----—__- --——--______--—-——--—--______ —___ 


ITEM QTY PART NUMBER DESCRIPTION 

ie 1 N/A Host Tester 

2. 1 7009-1 892 Remote Control Assembly 

3. i 7009-1704-01 Timing Light Assembly 

4, 1 7009-1 869 Exhaust Probe Assembly 

5. 1 6004-0332-01 Pattern Lead 

6. 1 3988-0216 Sample Hose Assembly (Exhaust) 
le 1 1747-0101 Pattern Pick-Up 

8. l 7020-1818 Bracket, Leads and Timing Light 
9. 1 6004-0262-03 Trigger: Lead 

10. 2 0403-1521-06 Screw #10-32x3/8 Hex 

ll. 2 0400-037 8-05 Washer, Flat #10 

12. 1 0507-0006 Trigger Pick-Up 

13. 2 0604-0010 Washer, Lock Split #10 

14. 37" 0669-0220 Plastic Hose 1/4" [.D. 

15. 1 6004-0462 Volt/Ohm test Lead 

16. 1 0301-0908 Filter Element 8 micron 

17. 1 0301-0926 Filter Element 75 micron 

18. ] 6005-0161-01 Universal Test Lead 

19. l 0002-0133-15 Test Lead (jumper) 

20. 2 5878-0015 Cable Strap 

21. 1 0002-1028 Insulated Pliers 

22s 2 5 87 8-0902 Cable Mount 

23. 2 3676-0501 Ignition Coil Terminal Adapters 
24. 1 0120-0240 HEI Adapter Kit 

Zoe 1 0001-0029 Calibration Tool 

26. 2 6005-0067 Coil"+" Test Lead Assembly 

27. 2 0610-0095 Screw, TF, #8x3/8 Hex 

28. 1 2161-0005-03 Bracket, Hanger AC 

29. 1 0692-1442 Installation Instructions 
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REQUIRED TOOLS -—-——~---——-—---___-—______---__--_________-______-_-________ 


ISSUED TOOL KIT 


INSTALLATION PROCEDURE ----------—----------------—-----------—----------_-__- 


1. 


If a C-34 Cabinet (Optional) is sold with the MEA-1500-0-4, remove it 
from the box and attach the four casters. 


Set the MEA-1500-0-4 Host Tester onto the C-34 and bolt them together 
using the hardware provided. 


If any Options were sold with the Host Tester, install them at this time 
using the Installation Instructions provided with each kit. 


4. Remove the two screws securing the I/R Drawer in place and pull it out. 
Remove the shipping hose loop around the Oxygen Sensor and discard it. 

5. There are three clear hoses hanging loose in the I/R drawer. Two are for 
the Oxygen circuit and the third one is connected to Solenoid V3 which is 
for fresh air intake. This is simply a means for the Technician to check 
for suction in the ZERO mode without having to reach all the way back to 
the solenoid itself. THIS HOSE IS TO BE LEFT DISCONNECTED!! 

6. After tracing back the ZERO solenoid hose and identifying it, connect the 
remaining two hoses to the Oxygen Sensor as follows: 

A- The hose from the Exhaust Port of the I/R Pump with the in-line 
restrictor in it connects to the nipple of the Oxygen Sensor 
block closest to the FRONT of the tester. 

B.- The hose coming from the intake of the bench (under the sheet 
metal) connects to the remaining nipple of the Oxygen Sensor 
block which is closest to the REAR of the tester. 

7. Install the following brackets to the host tester with the hardware 
indicated: 

A. Connect the Timing Light and Leads Bracket (Item #8) to the 
right side of the tester, as viewed from the front, using 
hardware Items #10, 11, and 13. 

B. Connect the A.C. line cord Hanger Bracket (Item #28) to the 
Power Supply drawer at the rear of the tester using hardware 
Item # 27. 

8. Install the 37" Plastic Hose (Item #14) to the output of the aspirator 
on the Primary Filter Bowl and route it straight down without kinking the 
hose, securing the hose to the C-38 Cabinet (if present) with Items #20 
and 22. 

CHECK OUT PROCEDURE -—~-~--—----~---—-~-—--------—--~----- -_—--- - ---- + 


Refer to Chapter 9 of the MEA-1500 Service Manual for the checkout 
procedure. 
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* INSTALLATION COMPLETE * 
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